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GF-SD101 GF-SD102 GF-SD103 GF-SD104 GF-SD105 GF-SD106 GF-SD107 GF-SD10
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GF-SD111 GF-SD112 GF-SD113 GF-SD114 GF-SD115 GF-SD116 GF-SD117 GF-SD118

GF-SD119 GF-SD120 GF-SD121 GF-SD122 GF-SD123 GF-SD124 GF-SD125 GF-SD126



GF-SD127 GF-SD128 GF-SD129 GF-SD130 GF-SD131 GF-SD132 GF-SD133 GF-SD134

GF-SD135 GF-SD136 GF-SD137 GF-SD138 GF-SD139 GF-SD140 GF-SD141 GF-SD142

GF-SD143 GF-SD144 GF-SD145 GF-SD146 GF-SD147 GF-SD148 GF-SD149 GF-SD150

GF-SD151 GF-SD152 GF-SD153 GF-SD154 GF-SD155 GF-SD156



GF-SD157 GF-SD158 GF-SD159 GF-SD160 GF-SD161

Standard equipment (mother and son)
ChoiceChoiceChoiceChoice steelsteelsteelsteel panel:panel:panel:panel:
Thickness of panel:0.5mm,0.6mm,0.7mm 0.8mm
Thickness of frame:1.0mm~1.8mm

Width--------------1200mm
Height------------- 2050mm
Door leaf----------70mm
Lock ---------------Machine lock
Handle-------------Normal
Doorstill-----------Stainless steel
Panel thickness-------0.6/1.2mm

Width--------------1200mm
Height------------- 2050mm
Door leaf----------90mm
Lock ---------------Machine lock
Handle-------------Normal
Doorstill-----------Stainless steel
Panel thickness-------0.6/1.2mm



Specifications:Specifications:Specifications:Specifications:
1).Material(door leaf/frame): cold rolled steel
2).The thickness of the steel :
a.door leaf: 0.4mm~1.0mm / b.door frame:1.0mm~2.0mm
3).Surface finishing: transfer print / powder coating
4).Stuffing material: honeycomb paper or rock wool(fireproof material).
5).Size: 2050x860mm/960mm(standard size),or customize is available.


